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SPARK ELECTRODE AND FLAME ROD
EN SERIES

FEATURES

® |nsulating part: ceramic

® Electrode: Kantal/inconel .
® (able connection: Raial terminal &
o Threading: 1/4" = 3/4" @J

Y

DESCRIPTION

The EN electrodes are easy to install, high heat resistant alloy
electrodes. They may rotate without being disassembled from the

burner. FS801I01
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DIMENSIONS

Catalog no. gA B C D E
mm mm mm mm
2EN-15 1/4" gas 77 23 15 3
2EN - 800 1/4" gus 72 21 800 3
2EN- 1000 1/4" gas 77 23 1000 3
JEN-150 3/8" gas 92 40 150 4
3EN-300 3/8" gas 80 40 300 4
JEN- 600 3/8" gas 80 40 600 4
4EN-150 1/2" gas 80 40 150 4
4 EN - 300 1/2" gas 80 40 300 4
4 EN - 1400 1/2" gas 80 40 1400 4
6 EN-150 3/4" gas 80 40 150 4
NOTE: Based on the company’s policy aimed at a continuous improvement on product quality, ESA-PYRONICS reserves the right to
bring changes to the technical characteristics of this device without previous nofice. Our catalog updated fo the latest version is
available on our web site www.esapyronics.com and itis possible to download modified documents
D ‘ WARNING: When operating, this combustion system can be dangerous and cause harm to persons or damage to equipment. Every
Ayronics hurner must be provided with a protection device that monitors the combustion. The installation, adjustment and maintenance 22

operations should only be performed by trained and qualified personnel.
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